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Product versions
Sheets - Preferred used for the insulation of 
straight surfaces or as heat barriers
Hoses - Pre-slit or as closed elements used 
for insulation of pipes  
Moulded Parts - For quick insulation of valves 
and fittings 

Special material characteristics 

•	 Easy installation 
•	 Outstanding insulating effect  
• 	 High chemical resistance 

Advantages 

•	 Significant energy savings
•	 Wide temperature spectrum   
	 from -50°C up to + 250°C
• 	 Self-adhesive* and hydrophobic
• 	 High flexible 
• 	 UV- und weather resistant  
• 	 Easy to remove and re-useable 
• 	 Increase of work safety 

 BRA-FLEX® Protect
 vulcanized and unvulcanized 

* only applies to BRA-FLEX®Protect  unvulcanized
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Coefficient of thermal conductivity
• at ambient temperature 
• at 200 °C

0.05 - 0.06
0.08 - 0.09

W/mK
W/mK

Density approx. 0.5 g/cm3

Chemical resistance 
oil, petrol, lubricants, aqueous solutions, 

diluted acids and lyes

Technical Data BRA-FLEX ® Protect vulcanized
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Insulation thickness (mm)

Thermal conductivity at 200°C: BRA-FLEX®Protect λ=0,08 W/mk
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